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Inventor Brian Wallenstein 2920 Pine Gorve Dr. Mount Shasta CA. 96067 

Lifeline ONLINE Smoke Elarm, Schematic View of Internal Modular 
Components in the USB 1.1 2.0, 802.1 1b Wireless,/ with or without Camera, 
and Stand alone Built in Vioce Modem ONLINE ALARM 
picture 1 of 7 




Al three models are inclusive 
in this schematic, actual 

alarm variations will have one 
of the three options of 
"ONLINE" preparedness. 




USB ports one receiving 
signal form logic chip and 

ground to Pc or Mac, 
genreates signal to wake 
Modem and start Fire Alarm 
Program 



On built in Vioce modem 
model, signal starts dial out 
to 91 1 and voice chip with 

built in logic chip dictates 
instructions to91 1 personnel 



Logic chip and ground generate 
signal to start modem and Fire 
program through the Wireless 
chip above 



THis add on USB or Wireless 
camera will only be triggered 
when fire signal present sending 
pictures to service, and later on 
to 91 1 authorities when they are 

equipped with Our software. 
Camera hooks in to these circiuts 
above 



Inventor BrianWaflenstein 
Inventin: Lifeline ONLINE Smoke Elarm 
FRONT VIEW with connectors for USB, Wireless 802.1 1 b and RJ-1 1 
phone jack for built in Modem, and optional Camera in USB and Wireless 

ports 
picture 2 of 7 



USB 1.1 2.0 
connector to PC or 
MAC connected to 
tripped voltage to 
signal program in 
computer to start 
911 call 




Showing location of wireless 
antennae 802.1 1 b on side of 
chassis sticking out cutout 
in front cover 



front view showing placement of 
rj-11 phone jack 



Inventor : Brian WaBenstein LifeGne ONLINE smoke Barm 
Plastic backing/mounting plate with holes, tangs, flanges for surface and chassis mounting 

picture 3 of 




Inventor Brian Waflenstein 2920 Pine Grove Dr. Mount SHasta, CA 96067 
InventioniLifeline ONLINE Smoke Elarm Side View outer Case with Connectors and Antenna 802.11b Wireless. RJ-1 1 phone 

Jack, USB 1 2.0 Out and Daisy Chain Input 
picture 4 of 7 



USB 1.1 2.0 jack 180 
degrees from 
corresopnding USB port 
from Detector to PC 
for daisy chain and pc 
connection 
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Modem 



USB and Wireless Ports used for 
data Transferwake up signal for PC 
rruodem to start 91 1 dial out, and for 

optional USB camera/microphone 



Dimensions are Z5 inches high by 6- 

7.5 inches in circumference with 
rounded sides in composition plastic/ 
vinvl with inner pcb 



RJ-1 1 Modem Jack for Modem 



INVENTOR: Brian Wallenstein 2920 Pine Grove Dr. Mount SHasta, CA 96067 
LIFELINE ONLINE SMOKE ELARM with 3 ONLINE options plus USB Camera 
General external Finished appearance wiith Vents Baffles test button, LED and the Respective Connectors 

Size ratio is 1:3 
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ANTENNA 
802.11b 



Wireless network 



Voice MODEM 
RJ-11 Jack 



also optional USB camera/ 
microphone will be activated and 
transmit when alarm is tripped 



With built in MODEM 
288 or 56k fire signals 
modem to dial out 911 
while onboard voice chi 
dictates location and 
other info to 91 1 
Dispatch, then hangs up 



UFELINE ONLINE SMOKE ELARM 
INVENTOR:BRIAN WALLENSTEIN 2920 Pine GOrve Dr. MOUNT SHADTA CA. 96067 
Inside front cover with concentric circles depicting cutout air holes, baffles tor light diffusion above and around 
smoke switch and 4 mounting female tangs for attachment to back cover 
Picture 6 of 7 




Concentric rings are vent cut outs around circumference of front cover. There is 
a hole for test button and test led as well as a cloth screen aiighning the inner 
rim of detector. THere is also 2 cut out vents on side of housing and baffles for 
light deflection on the inside top as broken ring s in picture. 
There are also the cutouts for antenna, USB ports, RJ-1 1 Jack 



TITLE THE LIFELINE ONLINE SMOKE DETECTOR ELARM 
INVENTOR; BRIAN WALLENSTEIN 2920 Pine Grove Dr. Moiunt SHasta Ca. 96067 ph. 530-926-6459 
FINISHED FRONT VIEW WITH ALL OPTIONS PRESENT 
PICTURE 7 OF7 AND TITLE PAGE 
FOR; THE U.S. PATENT AND TRADEMARK OFFICE 11/30/2003 BW 
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ANTENNA 
80Z11b 



Wireless network 
■nope 



Voice MODEM 
RJ-11Jack 



also optional USB camera/ 
microphone will be activated and 
transmit when alarm is tripped 



With built in MODEM 
288 or 56k fire signals 
modem to dial out 91 1 
while onboard voice chi 
dictates location and 
other info to 91 1 
Dispatch, then hangs up 



